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	Page
	Para/Line
	Originator
	Comment
	Resolution

	1
	3
	1/2
	TSM WIN-T 
	Add “JROC approved WIN-T ORD” to the first sentence. 
	

	2
	3
	3
	TSM WIN-T
	Update paragraph to coincide with Material Solution identified by LSI for Class I – IV UAVS.  
	

	3
	3
	4
	SIGCEN DCD
	Add “limited (short endurance time) communications relay” to the description of the CL I UAV.
	

	4
	3
	5
	SIGCEN DCD
	Add “limited narrow band capability communications relay” to the description of the CL II UAV.
	

	5
	4
	1
	SIGCEN DCD
	Add “limited wideband communications relay” to the description of the CL III UAV.
	

	6
	4
	2
	SIGCEN DCD
	Add “wideband long endurance time communications relay across the UA Commander’s Area of Influence.”
	

	A
	4
	2
	SIGCEN DCD
	Add a note to the CL IV description explaining that none of the UAVs will meet their range (Area of Influence) requirements without crosslinking between UAVs.  This is due to line-of-sight restrictions.
	

	7
	4
	2
	TSM WIN-T
	Add verbiage that describes the Payload Mission Groupings as briefed by PM RUS.  
	

	8
	4
	3
	TSM WIN-T
	Since the LSI solution did not fully satisfy the Class IVb requirements, verbiage stating further resolution of the Class IVb requirements needs to be added.  WIN-T timeline for fielding should be considered (FY 09).  
	

	9
	4
	6/2
	TSM WIN-T
	Delete verbiage and reference to C4ISR in this paragraph since the missions are broken out separately.  Then add “dedicated command, control, and communications (C3) relay in support of the UE and UA.”
	

	10
	6
	1/3
	TSM WIN-T SIGCEN DCD
	Add “C3 (command, control & communications) relay” to the required capabilities which will not be realized.
	

	11
	6
	2/8
	TSM WIN-T SIGCEN DCD
	Add “C3 relay” to the list of UE missions listed.
	

	12
	6
	2
	TSM WIN-T SIGCEN DCD
	The UAVS Proponent should coordinate Global Hawk and Predator platform support to provide for Total Force requirements (i.e. WIN-T).
	

	13
	6
	3/6
	TSM WIN-T
	This paragraph also excludes C3 relay.  Add “C3 relay” to this sentence. 
	

	B
	7
	2
	SIGCEN DCD
	Address the requirement to relay Commanche data.  Under the current description and considering the tactical employment of the Commanche, the multitude of data received and transmitted by the Commanche will need to go through satellite unless it is supported with a Communications Relay UAV at the appropriate altitude and location.
	

	14
	8
	Bullet
	TSM WIN-T
	Add bullet “Evaluate a procurement strategy using the WIN-T ORD to field a HAE platform for support to the Current, Stryker, and Future Force.”
	

	15
	8
	New Section
	SIGCEN DCD
	Add a description of communications relay and why it is needed in order to enable the network centric model.       Communications relay in the Network Centric battle is a requirement (Ref: FCS ORD; WIN-T ORD).  This section is where the Airborne Communications Architecture would be inserted once staffed.  
	

	16
	9
	Bullet
	TSM WIN-T
	Add bullet “Fully support WIN-T Block I requirements (FY 09).”
	

	17
	9
	Bullet
	SIGCEN DCD
	Add “Provide a modular CRP Heavy payload for the interim Hunter UAVs based on Commander’s ONS.”

The Hunter has been tested with SINCGARS, NTDR and EPLRS relay.  This brings significant capability for the near term.
	

	18
	9
	Bullet
	SIGCEN DCD
	Add “Provide a CRP Light capability to the Stryker Brigades.  This will require either a Block II payload capacity for combined C4ISR payloads, or will require additional air vehicles in each system. Current Block I Shadow payload bay can only accommodate RSTA and basic mission package (IFF, Data link).” 
	

	19
	10
	Note
	SIGCEN DCD
	Shadow Block I does not have communications relay package onboard.  Shadow Block II has a requirement for communications relay package (CRP).  The CRP will be 3 channels of a JTRS radio (EPLRS, SINCGARS, WNW).


	

	20
	12
	2
	SIGCEN DCD
	Add “communications relay” to read “The UAV (CL I) will be used by platoon size units for RSTA and communications relay operations in open, rolling, complex and urban terrain.”
	

	21
	12
	5/3
	TSM WIN-T SIGCEN DCD
	Add “C3 relay” as one of the functions provided by the Class IV UAVS.
	

	22
	14
	RQ-5A Hunter
	SIGCEN DCD
	Change Communications Relay – Light to Communications Relay – Heavy
	

	23
	16
	CL IV UAV
	SIGCEN DCD
	Add WCP to the payloads list.
	

	24
	20
	3
	TSM WIN-T SIGCEN DCD
	1.7.2.4.1. “Add C3” relay as one of the requirements fulfilled in the interim by a single aircraft solution.
	

	25
	21
	
	TSM WIN-T SIGCEN DCD
	Add paragraph outlining Predator “B” System Characteristics.
	


1-25 Numbered items refer directly to Signal requirements

A&B items refer to communications relay for sensor functions

